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USER`S MANUAL
BAIN MARIE
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Art 90010
1. STRUCTURE NAME
1.1 STRUCTURE
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2. POINTS FOR ATTENTION
2.1  POINTS FOR SPECIAL ATTENTION
	WARNING!
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	THIS "BAIN MARIES" IS NOT SUITTABLE CHOSSING FOR FAMILY. 
THIS ”BAIN MARIES” MUST BE OPERATED BY TRAINED COOK BECAUSE IT IS A  COMMERCIAL MACHINE.
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	THE "BAIN MARIES" COULD NOT BE SHAKEN AND TILTED DURING THE OPERATION.
DO NOT DISMANTLE. THE DISMANTLEMENT AND ALTERATION CAN CAUSE PROPERTY DAMAGE, INJURE OR DEATH. 
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	DO NOT OPEN THE OUTER CASING OF THE ”BAIN MARIES”.
OTHERWISE THE OPERATING STAFF CAN GET AN ELECTRIC SHOCK IN THE CAUSE FOR HIGH TENSION.
FOR THE CLEARING, THE ELECTRICITY SUPPLY MUST BE CUT OFF DURING THE CLEARING. THE WATER CAN NOT BE SPRINKLED TO THE ”BAIN MARIES”.

DO NOT PAR THE “BAIN MARIES” AND LAY UP THE THINGS ON THE ”BAIN MARIES”.
OTHERWISE THE IRREGULAR OPERATION CAN CAUSE THE PROPERTY DAMAGE, INJURY OR DEATH.
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	DO NOT TOUCH THE “THERMOS TANK” AND OTHERS DURING THE OPERATION EVEN IN THE FRONT AND IN THE BACKSIDE.
THE HIGH TEMPERATURE CAN CAUSE THE SCALD.
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	WHEN THERE NOT ARE ENOUGH WATER IN THE “THERMOS TANK”, DO NOT OPEN THE ELECTRIC VALVE.
OTHERWISE THE IRREGULAR OPERATION CAN CAUSE THE ”BAIN MARIES” DAMAGE AND FIRE.


	NOTICE!

	WHEN THE THUNDER SHOWER IS COMING, THE ELECTRICITY SUPPLY MUST BE CUT OFF SOON.
IT WILL BE AVOIDED THE ”BAIN MARIES” DAMAGE IN CAUSE FOR SHUCKING BY THUNDERBOLT.
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	DO NOT DESTROY THE CONTROL SYSTEM WITH HARD OR SHARP THINGS.
FOR THE SAFETY, WHEN THE ELECTRICITY SUPPLY WIRE IS DAMAGED, THE REPAIR OR REPLACEMENT MUST BE CARRIED OUT BY THE AUTHORIZED SERVICE TECHNICIAN.
	
[image: image9]


2.2  SAFETY DEVICE
THE TEMPERATURE LIMITING CONTROL (MAX 105。C ) CAN SAFE GUARD THE ”THERMOS TANK” FOR SUITABLE TEMPERATURE. IT WILL BE AVOIDED THE ACCIDENTS IN CAUSE FOR THE TOO HIGH TEMPERATURE. 
(EG. : TOO HIGH TEMPERATURE MAKE THE ”THERMOS TANK” DRY. THE WATER HAS NOT BEEN FILLED TO THE EMPTY THERMOS TANK.)
2.3  CLOSE THE ELECTRICITY SWITCH AFTER USE.
AFTER USE, THE CONTROL THERMOSTAT MUST BE AGAINSTED THE CLOCKWISE TO TURN OFF IN CLOSING POSITION. THEN THE PLUG MUST BE PULLED OUT AND THE ELECTRICITY SUPPLY MUST BE CUT OFF.

3 OPERATION INSTRUCTION
3.1 PLACE THE ”BAIN MARIE”.
THE BAIN MARIES SHOULD BE PLACED ON A HORISONTAL PLANE. THE CONTROL THERMOSTAT OF THE BAIN MARIES SHOULD BE AGAINST THE CLOCKWISE TO TURN OFF IN CLOSING POSITION. 
3.2 FILL EMPTY ”THERMOS TANK” TO THE WATER-LEVEL LINE
THE WATER-LEVEL LINE OF THE BAIN MARIES HAS TO DO WITH THE HEIGHT OF THE PAN.  THE PAN SHOULD BE 25MM ABOVE THE WATER-LEVEL.
3.3 PUT THE FOOD INTO THE PAN THAN YOU PUT THE PAN INTO THE”THERMOS TANK”.
3.4 OPEN THE ELECTRICITY SWITCH AND ROTATE THERMOSTAT KNOB TO THE REQUIRED TEMPERATURE.
WHEN THE ELECTRICITY SUPPLY WIRE IS PLUGGED IN THE SPECIAL SOCKET OF 220V, THE POWER LIGHT SHOULD BE GOT LIGHT.  TO GO CLOCKWISE AND ADJUST THE “CONTROL THERMOSTAT”, THEN THE TEMPERATURE LIGHT WILL BE GOT LIGHT.  

DROP IN THE TEMPERATURE: AGAINST CLOCKWISE TO ADJUST THE “CONTROL THERMOSTAT”. 

RAISE THE TEMPERATURE: GO CLOCKWISE TO ADJUST THE “CONTROL THERMOSTAT”. 

3.5 THE END OF CONCLUDING OPERATION
THE”CONTROL THERMOSTAT” MUST BE AGAINST CLOCKWISE TO TURN OFF IN CLOSING POSITION.

PULL OUT THE PLUG, CUT OFF THE ELECTRICITY SUPPLY. 
POUR THE WATER FROM “THERMOS TANK” (HIGH TEMPERATURE! DO NOT TOUCH THE “THERMOS TANK” DIRECTLY.)
THE ”THERMOS TANK” SHOULD BE CLEARED AND DRIED WITH A WET COTTON CLOTH FOR USING AGAIN. (HIGH TEMPERATURE! DO NOT TOUCH THE “THERMOS TANK” DIRECTLY.)

4. ROUTINE INSPECTION
	WARNING!
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	THE ROUTINE INSPECTION MUST BE CARRIED OUT DAY BY DAY.
THE ROUTINE INSPECTION CAN AVOID ACCIDENTS. 

　
WHEN THERE ARE ABNORMAL PHENOMENA FOR THE WIRING AND PARTS. THE ”BAIN MARIES” MUST BE STOPPED TO USE AT ONCE.


THE “BAIN MARIES” SHOULD BE CHECKED IN FRONT AND BEHIND OF COOPERATION.
IN FRONT OF USING: CHECK THE CONTROL SYSTEM WHETHER IT DAMAGE. CHECK THE ELECTRICITY SUPPLY WIRE WHETHER IT AGE, SPLIT OR DAMAGE. 
DURING THE USING: CHECK THE “BAIN MARIES” WHETHER IT BEGINS TO PECULIAR SMELL, BAD SMELL OR VIBRATION VOICE.
5. TROUBLESHOOTING GUIDE 
	PROBLEM
	PROBABLE CAUSE AND CORRECTIVE ACTION

	TEMPERATURE LIGHT IS NOT ABLE TO GET LIGHT. 
	CHECK THE ELECTRICITY SUPPLIES WIRE WHETHER IT IS CONNECTED.

	
	CHECK THE ELECTRICITY SUPPLY WHETHER IT IS IN GOOD SHAPE.

	
	CHECK THE SAFETY CONTROL WHETHER IT IS CONNECTED.

	THE WATER IS NOT ABLE TO HEAT.
　
	CHECK THE ELECTRICITY SUPPLIES WIRE WHETHER IT IS CONNECTED.

	
	CHECK THE ELECTRICITY SUPPLY WHETHER IT IS IN GOOD SHAPE.

	
	CHECK THE CONTROL THERMOSTAT WHETHER IT IS ADJUSTED THE TEMPERATURE IN TOO LOW.

	THE WATER IS BOILING
	CHECK THE CONTROL THERMOSTAT WHETHER IT IS ADJUSTED THE TEMPERATURE IN TOO HIGH.


THE ABOVE MENTIONED TERMS ARE MADE FOR REFERENCE ONLY. WHEN THERE ARE ABNORMAL PHENOMENA FOR THE “BAIN MARIES” OR THE SAFETY CONTROL DISCONNECTED, IT IS SAID THAT THERE ARE SOME PROBLEMS IN THE WIRING. IT MUST BE STOPPED TO USE AT ONCE. 

ADVICE THE AUTHORIZED SERVICE TECHNICIAN TO CHECK AND REPAIR IT AS SOON AS POSSIBLE. 
6. SPECIFICATIONS
	　MODEL
　
　
　
	90010

	　SIZE
　
　
　
　
	LENGH
　
　
	　370mm

　
　

	
	WIDTH
　
	　570mm

　
　

	
	HEIGHT   

　
	　230mm

　
　

	VOLTAGE
　
　
　
　
　
	　AC220V    50/60Hz

	POWER  

　
　
　
	　1,2kW

　
　

	THE MATERIAL FOR SHELL 
　
　
	　STAINLESS STEEL

	THE MATERIAL FOR INSIDE
　
　
	　STAINLESS STEEL

	THE LEG OF SUPPORT
　
　
　
	　RUBBER
　


7. INSTALLATION INSTRUCTION
7.1  THE POINTS FOR INSPECTION BEFORE INSTALLATION.
THE PLACE SHOULD BE SMOOTH AND STEADY. AVOID THE FALL AND LEAK OF GAS. 
DO NOT STORE OR USE ANY FLAMMABLE VAPOURS OR LIQUIDS IN VICINITY OF”BAIN MARIES”. 
THE LIMIT FOR AMBIENT TEMPERATURE: FROM 0℃ TO 35℃

AMBIENT HUMIDITY: MAX 80 %
CHECK THE ACCESSORIES OF ”BAIN MARIES” WHETHER THEY ARE COMPLETED. 
CHECK THE OUTWARD WHETHER IT IS DAMAGED.
	7.2 CONNECTED THE ELECTRICITY SUPPLY.
WARNING!
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	DO NOT CONNECT THE ELECTRICITY SUPPLY WITH OBJECTIVE THE STANDARD OF THIS ”BAIN MARIES”. 
DO NOT INSTALL THE AIR VALVE AND LEAKAGE OF ELECTRICITY SWITCH WITH OBJECTIVE THE SAFE STANDARD. 

	NOTE!
	THE ELECTRICITY SUPPLY CONNECTION AND OVERHAUL FOR THE “BAIN MARIES” MUST BE CARRIED OUT BY THE AUTHORIZED SERVICE TECHNICIAN. 


BEFORE THE USE: THE AIR VALVE (10A MIN), LEAKAGE OF ELECTRICITY SWITCH, FUSE AND SOCKET MUST BE INSTALLED. 

THE ”GROUND WIRE”, SOCKET AND JUNCTION ,UST BE CONNECTED IN GOOD ORDER. CHECK THEY WHETHER THEY ARE LOOSED. 
8. CIRCUIT DIAGRAM
	SYMBOL
	NAME
	TYPE
	NUMBER

	
	
	
	

	LT1
	POWER LIGHT 
　
　
	~220V

　
	1



	KT1
	CONTROL THERMOSTAT 
　
	30-200℃
	1



	T1
	TEMPERATURE LIMITING CONTROL
	105℃
　
	1



	T2
	DOUBLE POLO TEMPERATURE LIMITING CONTROL AVSTÄNGNING AV VÄRME
	115℃
　
	1



	H1
	HEATERS
　
　
　
	~220V 1.2kW
	1
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9. DIAGRAM AND SPARE PARTS
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Spare part list for 90010
	Part number
	Description
	Specification
	Q´ty

	
	
	
	

	KG-165F-1
	Bain Maries
	
	1

	KG-165F-2
	Heaters 
	~220V,  1,2kW
	1

	KG-165F-3
	Heater box
	
	1

	KG-165F-4
	Body 
	
	1

	KG-165F-5
	Power plug
	
	1

	KG-165F-6
	Power cable
	
	1

	KG-165F-7
	Seal
	
	1

	KG-165F-8
	Feet 
	
	4

	KG-165F-9
	Screw
	M 4 x 6
	8

	KG-165F-10
	Temperature Limiting control
	105 C 
	1

	KG-165F-11
	Double pole temperature 

limiting control
	115 C 
	1

	KG-165F-12
	Control Thermostat
	30 ~200 C 
	1

	KG-165F-13
	Ball valvet
	½” 
	1

	KG-165F-14
	Power Light 
	~220V
	1

	KG-165F-15
	Konb
	
	1
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