User manual for FXT FX877T smartaudio video transmitter 
1. Features

a. Micro sized and lightweight
b. Authorized smartaudio 
c. US legal 37 channels with raceband

d. Pitmode,25mW,200mW,600mW switchable

e. 5V output to FPV camera

f. Integrated microphone

g. With mounting holes for easy installation
h. MMCX connector
2. PINOUT
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3. Operating instructions

A. How to change channels

Single press function button to change channel, channel LEDs will be changed correspondingly.
Channel table(US legal 37 channels),unit:MHz
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Channel LED display:
X shows LED OFF,1 shows “1” LED ON, 2 shows “2” LED ON, 3 shows “3” LED ON
	CH1
	CH2
	CH3
	CH4
	CH5
	CH6
	CH7
	CH8

	XXX
	1XX
	X2X
	12X
	XX3
	1X3

	X23
	123


B. How to change bands

Long press function button until blue band LED twinkling,and then single press button to change bands, band LEDs will be changed correspondingly.
Band LED display:
X shows LED OFF,A shows “A” LED ON, B shows “B” LED ON, E shows “E” LED ON

	Band A/ RF A
	Band B
	Band E
	Band F
	Band R

	AXX
	XBX
	ABX
	XXE
	AXE


C. How to change RF power and pitmode
Long press function button until blue band LED & red channel LED all twinkling, and then single press button to change RF power, RF power can be switch to pitmode,25mW,200mW or 600mW. 
RF power indication
1 shows “1” LED ON, 2 shows “2” LED ON, 3 shows “3” LED ON
A shows “A” LED ON, B shows “B” LED ON, E shows “E” LED ON
PIT LED ON shows pitmode ON,PIT LED off show pitmode OFF
	25mW
	200mW
	600mW

	1A
	2B
	3E


D. How to use smartaudio
The operations almost same as TBS unify pro HV(the smartaudio authorized by TBS)
4. Specifications

Input voltage:7-28V

Working frequency: 5.8GHz

Output power: pitmode,25mW,200mW,600mW

Current consumption: super low power output:45mA, 25mW: 125mA, 200mA:220mA, 600mA:280mA

Frequency range: 5665-5905MHz

Available channel: US legal 37channels

Extra features: SmartAudio, PitMode

Antenna connector: MMCX
Port connector:JST-GH,6pin

Dimension: 35x21x10mm

Weight: 5.2grams excluding antenna and cable
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